Versalrax
100
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CRAFTSMANSHIP IN HIGH TECHNOLOGY

The VERSATRAX 100 system can perform inspections in
confined spaces from a minimum 100mm/4” diameter and
greater - both on land or completely submerged.

CALL TODAY 1 877 468 5886

o Powerful
« Reliable
« Steerable
o Bright illumination
« High-quality images Applications:
o Depth rated e Hazardous Environment Inspection
« Modular design e Confined Space Inspection
_ e Small Diameter Pipe Inspection
e Precise controls e Sewer and Storm Drain Inspection
e Tank and Pressure Vessel Inspection
i Easy_t(_) op.erate e Air Duct Inspection
Specifications:
Vehicle: Camera:
Speed: 0-9+m/0-30+ft per minute Type: WDCC-6300S Weldex
Transporter: ISL MicroTracs Pick-up-element: 1/3” CCD
Tether Cable: 90m/300ft Resolution: 570 TV Lines
Multiconductor Focus: Remote
Abrasion resistant gl
Polyurethane jacket Iris: Auto
Sensitivity: <1 Lux
Operating Environment: (Optional Spectrum 60 pan and tilt camera available)
Temp: 0°-50° C (32°-122° F)

Depth Rating: 0-30m/0-100ft.

Control System:

Power: 110/220 VAC
Chassis: 19” rack mount
Variable joystick

Cruise control

Lights:

2x20 W (40 W total) VersaTrax 100 In Line Configuration For
Operation In 100mm/4” Diameter Pipe.

Variable intensity
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